
Flow-‐Tech	  Whole	  House	  Water	  Filter	  Quick	  Start	  Guide	  

Read	  completely	  before	  starting	  system.	  	  
Refer	  to	  manual	  for	  additional	  instructions.	  

This	  current	  start-‐up	  procedure	  allows	  for	  wetting	  and	  rinsing	  the	  media	  without	  placing	  
unit	  directly	  into	  the	  backwash	  position.	  

Note:	  Carbon	  media	  may	  require	  up	  to	  one	  hour	  of	  soaking	  time	  prior	  to	  rinsing	  

1. Verify	  filter	  bypass	  is	  in	  the	  OFF	  position.	  
	  

2. Flush	  downstream	  cold	  water	  plumbing	  to	  release	  air	  and	  eliminate	  piping	  
remnants.	  
	  

3. Plug	  control	  valve	  into	  a	  110/120	  volt	  unswitched	  outlet.	  Position	  indicated	  will	  be	  
the	  IN	  SERVICE	  position.	  
	  

4. Advance	  unit	  to	  rinse	  position	  (push	  and	  hold	  REGEN	  button	  for	  5	  seconds).	  
Continue	  advancing	  cycle	  by	  pushing	  the	  REGEN	  button	  until	  the	  RINSE	  position	  
appears.	  

	  
5. Open	  bypass	  valve	  slowly	  to	  fully	  open	  position.	  Water	  will	  begin	  flowing	  to	  drain.	  

	  
6. Unplug	  unit	  at	  this	  time.	  Additional	  rinse	  time	  is	  required.	  Control	  will	  advance	  to	  

the	  service	  position	  after	  several	  minutes	  unless	  valve	  is	  unplugged.	  Filter	  needs	  to	  
rinse	  for	  10	  minutes	  or	  until	  water	  is	  clear.	  
	  

7. Plug	  unit	  back	  in	  and	  advance	  system	  to	  the	  IN	  SERVICE	  position	  by	  pressing	  REGEN	  
button	  until	  home	  screen	  appears.	  

	  

8. Turn	  bypass	  to	  the	  ON	  position	  
	  

9. Push	  SET	  CLOCK	  button	  and	  use	  up	  and	  down	  arrows	  to	  set	  the	  current	  time	  of	  day.	  	  	  
	  
Additional	  programming	  can	  be	  modified	  if	  desired,	  see	  manual.	  
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